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COLOUR White

PACKAGING Bottle lt 1 and Drums lt 5

STORAGE 12 months at least in its original packaging far from low and 
high temperatures.

CHARACTERISTICS

It is a film-product, sanitizing, anti-mould, formulated to 
reinforce and make the surfaces absorption uniform before 
applying the laying of synthetic paint. It is composed of 
special synthetic emulsions unsaponifiable, and specific 
admixtures against the moulds and fungus.

APPLICATION FIELDS

Thanks to its excellent bonding to any kind of plaster, it 
is suitable for both old and new buildings, on substrates 
cementitious, lime and cement based, cementitious skim 
coats, gypsum, plasterboards, fiber-cement pre-fabricated 
panels, cement blocks, and before the application of coloured 
paints synthetic and flexible.

APPLICATION PROCEDURE

SUBSTRATES PREPARATION
Substrates to treat have to be solid, cured, with no oil, grease, 
release agents, dust, humidity and saltpetre traces. Eventual 
old paints detached need to be previously removed.

PRODUCT PREPARATION
Dilute the product with clean water. Dilute 1 lt Alburesil with 
8-10 lt of clean water for the internal application; dilute with 
4-6 lt for the external application.

PRODUCT APPLICATION
It is to apply in one or more coats, depending on the type of 
substrate’s absorption, through wool roller or brush. Let it dry 
for at least 5/6 hours basing on the temperature, before the 
application of the paint. Apply the product at temperatures 
between +5°C and +30°C.
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CONSUMPTION

The performance depends on the substrate porosity and absorption and the water quantity for 
dilution, so can vary between 15-30 g/mq.

TECHNICAL DATA 

Consistency Liquid

Colour White

Specific weight 1,084 kg/lt

PRODUCT IDENTIFICATION DATA

Drying time 
12-24 hours 
at 22°C and with U.R. 50%

Application temperature +5°C  and  +30°C

Waiting time before the paint 
application 

5-10 hours
at 22°C and with U.R. 50%

Resistance to alkali excellent

APPLICATION DATA

Tested at +23°C and 50% U.R. in absence of ventilation. Data can change basing on specific 
conditions in building site.

WARNINGS

Do not apply on wet or painted substrates; eventual plasters patches have to be perfectly dry 
and cured; do not apply at the sunlight; protect the parts not to treat; protect from the heavy 
rain for the first 12 hours. For the product handling the use of gloves is recommended. Protect 
carefully the glasses: in case of soiling wash immediately with clean water.

ITEM SPECIFICATION

Preparation for old and new surfaces to treat with water-based painting, with substrate 
film, sanitizing, anti-mould, ALBURESIN of Plastimur s.r.l., composed of synthetic emulsions 
unsaponifiable, and specific admixtures; to dilute with water in ratio from 1:5 to 1:10 and 
applied through brush or roll with an average consumption of 15-30 g/mq.


