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COLOUR Transparent

PACKAGING Drums lt  1 / 5 / 10 / 20 / 25

STORAGE 24 months, well-sealed in its original packaging, far from 
low and high temperatures.

CHARACTERISTICS

Waterproof product in silicone base, colourless water-base 
solution, monocomponent, very low viscosity, so it has a 
high penetreting power. It is a non-filming product, suitable 
for any kind of surface and absorbent material and water 
protection. No consolidating, no closing in pores and cracks, 
no optical effect. It just impregnates the surface allowing the 
transpiring, and avoiding the water absorption.

APPLICATION FIELDS

Thanks to its waterproof power, this product can be employed 
to protect all the absorbent surfaces like cement bricks, 
natural stones, concrete, coloured claddings in mineral base 
etc. It is also suitable to struggle the rising damp on the walls.

APPLICATION PROCEDURE

SUBSTRATES PREPARATION
Before the application make sure that substrates are solid, 
dry, with no oil, grease or paints traces. The surface cleaning 
must be done through washing with clean water, preferably 
under pressure, or through accurate brooming and dedusting 
system.

PRODUCT PREPARATION
The product is ready to use.

PRODUCT APPLICATION
Apply the product in only one coat, uniforming it using brush, 
roller, or spray. 
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CONSUMPTION

The performance depends on the substrates porosity and absorption, normally with an 
average consumption of 0,150-0,200 Lt/mq.

APPLICATION AND TECHNICAL DATA 

Appearance Liquid

Colour Transparent

Density 1,020 kg/lt

Application Temperature from +5°C a +30°C

Drying Time 1-2 h

Flammability No

WARNINGS

Do not use the product at temperatures lower than +5°C and higher than +25°C.
Do not use the product in gypsum surfaces, synthetic paintings or paintings.
It is recommended to wear protective gloves, glasses and clothes for the use of the product.
Surfaces must be dry enough before the application of the product, to avoid spots and 
efflorescences. Note that all applications on vertical surfaces may be done bottom-up.

ITEM SPECIFICATION

Filler treatment of faced bricks, stone and concrete, with silicon waterproof colourless filler type 
IMPRESIL by Plastimur srl, with an average consumption of 0,150 – 0,200 lt/mq.

Impresil | Silicon Waterproofer

Brush application of 
Impresil


