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COLOUR white, marked around its edges by a red stripe

PACKAGE
Rolls of 1,10x0,50 m (large package mq 55). 
Carton box pallet placed on wood pallet composed of 33 
rolls corresponding to total 1815 mq.

STORAGE In a dry place in its original packaging, takingall the 
precautions normally adopted for building products.

CHARACTERISTIC

This is a fiberglass mesh, foamed, run-resist, alkali resistant, 
suitable for reinforced smoothing or for  facades recovery, 
or for the thermal insulating system, distributes in a uniform 
way the tensions to which the system can be subjected 
(thermal surges, shrinkage, mechanical stress), improving 
the tensile strength and the abrasion resistance. It is 
compliant to the guideline ETAG 004 for ETICS as certified 
by IFBT 09-094C2/1.

CAMPI DI APPLICAZIONE

Viene utilizzata come armatura di rinforzo per rasante 
(Rasocem KR), durante l’esecuzione di rasature dei pannelli 
isolanti per l’isolamento a cappotto. 

PRAPARATION

SUBSTRATE PREPARATION
The substrates preparation and conditions, are the base for 
a good final work; the substrate must be cement-base, clay 
bricks, insulating panels etc.; they must be strong, dry and 
perfectly cured; free of greases, dusts, humidity, saltpeter 
and everything that can make difficult the adhesion. 

PRODUCT PREPARATION
Product ready to use.

MESH APPLICATION
Apply the mesh on the concerned surface with a notched 
trowel on the first smoothing coat, and later with a metal 
trowel. After one day, at least, apply the second smoothing 
coat in order to allow the perfect mesh coverage, that in the 
final parts on the edges must be overcame for 8/10 cm at 
least.
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CODE   8011

Rete per rasature armate gr 160
Fiberglass mesh in compliance with the guideline ETAG 004 for 

thermal insulating system (ETICS)
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Mesh size
mm 3,5 x 3,5
(Comp. Method PP-Q-S 05)

Roll width cm 110 +/- 1% (DIN EN 1773)

Textile average thickness m 50 +/- 2%

Weave Leno

Number of strings for each 10cm warp 24x2, weave 22  (DIN EN 53853)

Foamed textile weight 160 g/m2 +/- 4% (DIN EN 12127)

Combustible content 15-25% (DIN ISO 1887)

Kind of foaming anti-alkaline and ladderproof

IDENTIFICATION TECHNICAL DATA
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ITEM SPECIFICATION

This is a fiberglass mesh, foamed, ladderproof, alkali resistant, suitable for reinforced smoothing 
or for  facades recovery, or for the thermal insulating system,  distributes in a uniform way the 
tensions to which the system can be subjected (thermal surges, shrinkage, mechanical stress), 
improving the tensile strength and the abrasion resistance. The foamed textile weight is 160gr/
mq, the mesh size is 3,5x3,5mm. It is compliant to the guideline ETAG 004 for ETICS as certified 
by IFBT 09-094C2/1.

Traction strength 
average value  (N/50 mm)

Warp: 2.407,7
Weft: 2.105,4

Traction elongation 
average value  (%)

Warp: 3,7
Weft: 3,55

Traction strength after ageing 
average value  (N/50 mm)

Warp: 1.394,5
Weft: 1.573,5

Traction elongation after ageing 
average value  (%)

Warp: 2,14
Weft: 2,61

TRACTION BEHAVIOR

Rete per rasature armate gr 160
Fiberglass mesh in compliance with the guideline 
ETAG 004 for thermal insulating system (ETICS)


