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COLOUR White

PACKAGING Micronized powders in paper sacks of kg 23

STORAGE 12 months at least in its original packaging on wood pallet 
far from the humidity.

CHARACTERISTICS

It is a white finishing in powder for indoor and outdoor use, 
smooth, whith an excellent adhesive power. It is composed 
of hydraulic and air binders, micronised aggregates and 
specific admixtures.

APPLICATION FIELDS

Thanks to its mineral-based composition and its look, it is 
suitable for the finishing of ancient historic buildings as well 
as for new buildings coverings. 

APPLICATION PROCEDURE

SUBSTRATES PREPARATION
STUCCOFILL R20 must be applied on substrate based 
on cement mortars, premixed plasters, improvement 
plasters etc.; on those substrates that present saltpeter 
efflorescence, effectuate previously a renovation with  the 
dehumidifying plaster IDROSTOP (see the technical sheet). 

In case of ancient buildings restoration, in order to guarantee 
a good transpiration, it is suggested to remove any plastic 
coatings before the application. Level eventual substrate 
irregularities.

PRODUCT PREPARATION
Mix one sack of STUCCOFILL R20 with about 7 lt of clean 
water through propeller; mix at low speed until you obtain a 
homogeneous lump free paste.

APPLICATION PRODUCT
Effectuate the application in two or three coats, employable 
in the same day with a thickness of maximum 2 mm basing 
on the substrate’s porosity and roughness; applied and 
finished tighty with inox trowel and levelling at the same 
time to obtain a smooth sirface.
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CONSUMPTION

Depending on the substrate’s absorbing and porosity. Normally 1,400 kg/mq per mm of 
thickness..

TECHNICAL DATA 

Colour White

Appearance Powder

Diameter maximum of the 

aggregate 
100 Micron

Bulk Density 1526 kg/m3

Dry density 1388 kg/m3

Hazard classification Irritating

PRODUCT IDENTIFICATION DATA

Ratio for the mixture 
Sack of kg 23 of mortar with lt 7,0 of 
water

Mixture pot life About 1 h

Waiting time between the 1st and 
2nd coat 

3/4 h depending on the temperature

Application temperature from +5°C to +30°C

Drying time 2 days

Hardening time 28 days

APPLICATIVE DATA

Applicazione di Stuccofill R20 con 
spatola di acciao inox

Lavorazione finale con fratazzo di 
plastica



www.plastimur.it
page  3 / 3

WARNINGS

For a good result it is recommended to knead the product using always the same quantity 
of water; moreover, where eventual joints are applied (continuation cuts) it is suggested to 
continue at the same climatic conditions. Apply the product at temperatures between +5°C 
and +30°C.
In hot periods and in case of dusty plasters, it is suggested to wash the substrate before the 
application, to obtain a good bonding and good results.
Do not apply the product on substrates with saltpetre efflorescences, in this case effectuate 
previously the dehumidifying treatment with ALBUSIL ANTISALE (Fixative) and IDROSTOP 
(Dehumidifying Render).

ITEM SPECIFICATION

Decoration and protection of internal and external surfaces with white mineral smooth finishing 
in powder premixed, to knead with water, STUCCOFILL R20 of Plastimur s.r.l., composed of 
hydraulic and air binders, micronised aggregates and specific admixtures. This finishing is 
compatible with cementitious, premixed and dehumidifying plasters, applied manually in two 
or more coats with inox trowel in a total thickness of 0,5 mm, with an average consumption of 
1,400 kg/mq per mm of thickness.
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