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COLOUR
36 dyes from colours chart – more than 170 colourings from 
Plastimur swatch book. Moreover, with the new tintometer 
colourization system, it is possible to obtain countless paints.

PACKAGING Tubs and Drums litographed of lt 4 or 13

STORAGE 12 months in its original packaging, well-sealed, far from 
low and high temperatures.

CHARACTERISTICS

It is a mineral coloured low-thick-layered paint, in paste 
ready to use, conceived for the finishing, decoration and 
protection of interior and exterior facades. It is composed 
of micronized aggregates, inorganic pigments and specific 
admixtures, all bound with resins acryli-siloxane.
It is a transpiring product, resistant to chemical and 
atmospheric agents, moulds, algae and fungus attacks, low 
and high temperatures, excellent stability to water-vapour 
over time.
It is compliant to the low EN 15457 (fungus development 
resistance) and EN 15458 (algae development resistance).

APPLICATION FIELDS

Thanks to its excellent bonding, coating, transpiring and 
waterproofing properties, it is suitable for the finishing on 
concrete, both for old and new buildings, and any kind of 
plaster.
All the substrates on which it will be applied have to be 
finished for civil purposes, mineral base employable also on 
faced concretes and fibre-cements. In case of facade, avoid 
the application in different times and in substrates which are 
irregular. 

APPLICATION PROCEDURE

SUBSTRATES PREPARATION
Substrates have to be without detaching, crumbling or 
damaged parts, oil, grease, dust or saltpetre. Any eventual 
crumbling substrate need to be strengthened with Albusil 
Consolidante before the product application. Eventual patches 
have to be coherent with the kind of pre-existing material. 
Verify that traces of old paintings are perfectly attached. 
Before the application of Super al Quarzo ai Silossani all the 
substrates have to be treated with the fixative Primar Silox 
of Plastimur srl.

PRODUCT PREPARATION
Dilute the product with clean water, each drums lt 13 with lt 
4 of water, about the 30% for the first coat and the 18-23% 
for the second one. 

APPLICATION
It is applied in two or more coats with brush or roller after 
the application of Primar Silox. To avoid eventual recovery or 
colours overlapping, mark with adhesive tapes (as gummed), 
surfaces you want to decorate. Immediately after the material 
laying, in order to obtain clean cut, it is suggested to detach 
the tape before the product hardening. 
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CONSUMPTION

The performance depends on the substrate porosity and absorption, and can vary between 
0,230 to 0,300 lt/mq.

TECHNICAL DATA 

Colour 

36 dyes from colours chart – more than 
170 colourings from Plastimur swatch 
book. Moreover, with the new tintometer 
colourization system, it is possible to 
obtain countless paints.

Consistency Dense Liquid

Paste Density 1,69 kg/lt

Brilliance Opaque

PRODUCT IDENTIFICATION DATA

Dilution Ratio 
30% first coat

18-23%  second coat

Waiting time between each coat 8-10 hours

Hardening for touch  About 2 hours

Drying time 
24-36 hours, depending on environ-
mental temperature and substrate 
absorption.

Consumption 0,230 - 0,300 lt/mq

APPLICATION DATA

FINAL PERFORMANCE
Aggressive chemical resistance: excellent resistance to atmospheric agents and smog.

Application by roll or brush of 
one or more coats of Super al 
Quarzo ai Silossani.
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ITEM SPECIFICATION

Decoration and protection of interior and exterior surfaces, with high transpiring paint, white or 
coloured quartz-base, SUPER AL QUARZO AI SILOSSANI of Plastimur s.r.l., composed of acrylics 
and silicone resins, inorganic pigments U.V. resistant, quartz and marble aggregates, specific 
admixtures. This paint is to apply in two or more coats, diluted in 30% for the first coat and the 
18-23% for the second one, with an average consumption of 0,230 to 0,300 lt/mq.
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WARNINGS

Apply the product at temperatures between +5°C and +30°C.
During the handling protect eyes and hands cause the product is alkaline. Protect also the parts 
not interested for the coating.
Protect with mask and clothes adapted.
Continuity with no interruptions is highly recommended for the work’s good result; otherwise 
cut and/or interruptions may be done; than continue in 15 days maximum, preferibly at the 
same weather conditions in order to avoid colouring differences.
Substrate may be dry, homogeneous and perfectly cured, so any eventual adjustment effectuated 
with cementitious mortar or levelling with cementitious smoothings, even at low thickness, 
may be completely cured. In hot periods it is suggested to soak eventual reinstatements and 
smoothings effectuated to accelerate the curing, in order to avoid shades which could be 
evident and, in some cases, possible colour modifications or efflorescences (carbonisation) of 
the colour itself, depending on the colour type.
Do not apply on frozen substrates, or during thawing or frost risk.
Do not apply in windy conditions or heavy rain.
Do not apply on overheated substrates.
It is suggested not to apply the product on surfaces with high humidity or saltpeter; eventually 
effectuate previously the dehumidifying treatment with ALBUSIL ANTISALE, or Osmotic Mortar 
or Dehumidifying Render IDROSTOP of Plastimur s.r.l..


