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COLOUR micro-ionized red Powder

PACKAGING sack kg 2,5 

STORAGE 18 month at least, in its original packaging kept in a dry 
place.

CHARACTERISTICS 

Slurry cementitious passivating anti-rust, monocomponent 
product in powder for the treatment of the reinforcing steel 
of the deteriorated concrete, to protect from acid gasses 
and functioning as adhesion hook in re-treating concrete 
castings, or the restoration with the anti-shrinkage mortar 
TOP GROUP. It is composed of cements, selected aggregates, 
synthetic polymers and specific admixtures.

APPLICATION FIELDS

Apply on reinforcing steel and the concrete. Do not employ
like anticorrosion finishing product.

PREPARATION

SURFACES PREPARATION
All the surfaces that will be treated must be clean, solid, 
and free of detached parts. The reinforcing steels must be 
brushed and free of any rust trace (in this case treat with 
the anti-rust converter TOP FER GEL before the use of the 
product).

PRODUCT PREPARATION
Mix TOP SAN with about 20-25% of clean water in order to 
obtain a lump free paste. 

APPLICATION PROCEDURE
Apply on the substrate (reinforcing steel or concrete) a first 
coat of product in a thickness of about 1 mm, covering 
completely using a brush, let dry for about 2 hours. Then 
apply a second coat of product until you reach a total 
thickness of 2mm and let it dry. In the next 3/5 hours cover 
with a concrete casting or with a repair anti-shrinkage 
mortar TOP GROUP.
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CONSUMPTION

About 1,8 kg/mq per mm of thickness.

WARNINGS 

Apply the product on the substrate at temperature between +5°C and +30°C 
Wash the tools with clean water after the use and before the product hardening.
Do not employ the product like an anti-corrosive finishing.                                         
Cover the treated surfaces within 3-5 hours with concrete or an anti-shrinkage mortar.

TECHNICAL DATA

Appeareance Powder

Colour Red

Sack Specific Weight 1,400 kg/lt

Mixture Specific Weight 1,630 kg/lt

Dry Residual 100%

PRODUCT IDENTIFICATION DATA

Mixture Colour Red

Pot Life 60 minutes

Waiting Time between the first and 

the second coat
2 hours

Waiting Time For Mortar Covering 3 - 5 hours

APPLICATION DATA

Adhesion to the concrete 2,50 N/mm² 

Capillary Absorption < 0,1 kg/mq * h 1/2

FINAL PERFORMANCES
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ITEM SPECIFICATION

Reinforcing steels treatment with cementitious passivating anti-rust slurry, of red colour, TOP 
SAN of Plastimur s.r.l, monocomponent product mixed with 20-25% of clean water, applied on 
reinforcing steel or deteriorated concrete in a thickness of 1mm each coat; for the protection 
from acid gasses and like an adhesion hook for the successive concrete casting or repair with 
anti-shrinkage mortar TOP GROUP of Plastimur s.r.l..

SAFETY INSTRUCTION

TOP SAN contain cement that with body sweat can cause irritations; use protective gloves and 
glasses. For more information about the product safety, see the safety sheet.


